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PN-86HC1/PN-75HC1, PN70HCA1E

Key Features

4K Ultra HD entry level BIG PAD

Fast and responsive Infrared (IR) 20 point touch
* (10 point touch for 70HC1E)

Built-in Whiteboard for PC less operation

Screen casting for Windows and Android devices -

Quick access buttons and connections on front bezel

Media Player allowing playback images and video from
inserted USB

Full size OPS slot
Sharp Pen Software
Bundled Hive software for Education customers




Wireless Screen casting with EShare
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For casting to function all devices including the HC1

need to be connected to the same client network via Image of EShare app running on a Windows PG
the wireless adaptor (not LAN Cable). Hot spot will not
work.

Peer to Peer isn’t a supported feature.
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Wireless Screen casting with EShare - Android
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Wireless Screen casting with EShare - Android
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Mirror function showing what is being displayed on the HC1
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Hive Education Whiteboard Application @

Get the most out of your Sharp BIG PAD with Hive.
Open your existing SMART and Promethean files or create your own with
this innovative whiteboard app - perfect for every modern classroom.

Open and edit your exiting SMART and Promethean files.
Import imagery and video files.

Create multiple pages, so the board can be used for the
entirety of the lesson.

Subiject specific tools, such as protractors, calculators
and graphs.

Shape recognition and handwriting to text.
Connect to your Dropbox and Google Drive
enabling you to drop your cloud files onto the page




PN-86HCL

PN-T5HCL

PN-TOHCIE

Model differences

The Launcher and built-in Whiteboard on the PN-70HC1E are different from that of the
PN-86HC1 and PN-75HC1 models. Please refer to the brochure for full specification
and model differences across the HC1 range.

Specifications

Model name PN-86HC1 PN-75HC1 PN-TOHCI1E
Installation Landscape
86inch [ T5inch Tl-inch

Max. Resolution 3840 % 2160 pixels

Max. Display Colours (approx.) 1.07 billion colours

Pixel Pitch (HxV) 0.4935-0.4935 mm | 04295 -0.4296 mm 0.40075 - 0.40075 mm

Max Brightness™ 400cd /m? 350cd/m?
LCD panel Contrast ratio 1200:1 40001

Viewing Angle (H/\)*2 178°/178° (CR=10) 176°/176° (CR= 10}

Active Screen Area (V/x<H) 1895x 1066 mm 16497 x 927 9mm 1539 x 866 mm

Response Time 8ms (grey to grey, avg.)

Backlight LED, direct lit.

Touch Technology IR (infrared blocking detection method)
Touchscreen Multi-Touch 20-Points 10-Points

PC Connection Port UsB2.0

Protection Glass Thickness: Approx. 4.0 mm Shock resistance: 130 cm™?
Touch Pen Passive Pen Included.

Video Analogue RGB (0.7 Vp-p) [750], HDMI
ﬁ'opmuguter Synchronisation Horizontal/vertical separation (TTL: positive/negative)

Plug & Play VESADDC28
Video Colour System NTSC (3.58 MHz)/NTSC (4.43 MHz) /PAL/PALED /SECAM

Front HDMI (HDCP2.2 compatible, HDR10 supported) = 1

PC analogue: Mini D-sub 15-pin = 2,

'Il'r:;tinals"‘ PC analogue: Mml_D-subl_E\-p\nXl,}?I[_)Ml {HD?PZZcompat\b_ls.-, HDMI(HDCPZQEnmpat!bIQ HDRl!].

Rear HDR10 supported) * 2, 3.5 mm-diameter mini stereo jack x 1, AV mini jack x 1, supported) x 2,35 mm—d\'ametermml

Component mini jack x 1, RS-232C % 1 st;ré:ialch‘ﬂécﬁ\él;giii‘ég_c%?zpcozelnt SHARP

Output Terminals™ 2.5 mim-diameter mini sterea jack x 1, SPDIF x 1 ae mnfi?;ﬂgg‘j;mg:gzﬁ' - Be Original.
Expansion Slot (Full-sized OPS) 19V, 4.74 A [power supplied when expanding the functions with an optional part)




Collateral

: Brochure

. Data sheet

. Hive Flyer
Website
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Thank You

Matt Saunders

M 07709 334208
E matt.saunders@sharp.eu
W www.sharp.co.uk.
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